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Rock Riprap/Rock Mulch 1' deep minimum.
Excavate or construct as required to meld
the riprap/mulch to the designed flow line.

Dimension 'A' - the begining of rock riprap/rock — F
mulch fo the deslgned flow Ilne. shall mafch roadway
ditch _dlmenslon or as directed by the Englneer

L
DImension 'B' - the end of rock riprap/rock mulch
Is 507 greater than dimension 'A' or as dlrected by

the Englneer

EMBANKMENT-CUT/FILL-SLOPE
TRANSITION PERSPECTIVE ( NTS )

Rock riprap/
rock muich

The rock riprap/rock g / Outlet Cut and flll transitlon should be placed
SRR mulch shall be excavafed eje as shown on plans or where the length
;-'"/\l-" N fo allow the top of the S of the roadside difch Is 50 feet or
= riprap/mulch to be 1" fo 2" BTNV greater. Fleld adJustment may be
lower than the exlsting grade S ’ necessary as per the direction of
on both sldes. 0 Toe of Slope Englneer .
Toe of Slope Roadside Dlfch
Rock Riprap/Rock Mulch FLARED END SECTION (NTS)
6" to 1'-0" Varles In Depth HEADWALL (NTS) /
ROCK RIPRAP/ROCK MULCH FOR HEADWALL TRANSITION E2 — & Roadway
CROSS SECTION (NTS) DETAIL - B B - - -
Point _of Cut & Flll Translitlon o
¢ of Roadway
Embankmenf\L—-——-——-"‘"“ ____ 7 Cut Slope
o

Excavate cut difch at 1'-2" deep

so that the rock will meld with

the deslgn grade of dlfch. Subgrade

of the riprap/mulch shall be excavated
P fo allow the top of the riprap/mulch to

12" Min Depth be slightly lower (1" fo 2") than the

exlsting grade on both sldes.

Length as shown on plans
or as dlrected by the Englneer

Y

Embed Riprap/Rock Mulch. -
Top of Rlprap/Rock Mulch GENERAL NOTES FOR DETAIL E2 & E3:

Shall Be 1"-2" Below Finlsh
Grade Both Sldes

ROCK RIPRAP/ROCK MULCH IN THE CLEAR ZONE/RECOVERY AREA

ROCK RIPRAP/ROCK MULCH CHANNEL LINING

Rock Rlprap/Rock Mulch within the frafflc Clear Zone/Recovery
Area shall conform fo the requirements of Sectlon 810-2.03 Sleve
Slze Gradatlon A and/or Gradatlon C, and Sectlon 913.

The minimum depth of the rock riprap/rock mulch shall be 12" for
Rock Riprap/Rock Mulch Channel Lining and Cut & FIIl Transltlon. The ground surface shall
1'-0" MIn. Depth be excavated to a depth that the rock will meld with the grade of
the difch.

CUT AND FILL TRANSITION

WIthin traffic recovery area/clear zone, any rock size 4 Inches

CROSS SECTION (NTS) or greater shall be Imbedded Info the finished grade so that any
portlon of the rock above the grade will be less than 4 Inches
In helght.

(Typlcally to foe of slope)

CUT AND FILL TRANSITION

PLAN VIEW

DETAIL E3

CuT

& FILL TRANSITION

ROCK RIPRAP/ROCK MULCH CHANNEL LINING
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